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Stable printing
temperature

Ol =8=2 FlE8ut v B
£ gLt

Zortrax Inventurel| L =l 7+

H CIXtol2 =28 Il & ahat 97
sterz oxgoz

DEEYHE2 FEE0|L HFo| Y
WX gE& Lo

= =

=23 o

HOM X FH=0f| S-S
0j% 4 ALtk

Zortrax Inventure 2| 2 H| 2l 21X &=
AL 20| Halet 242
QF 2010 A-SHX| ptot: E L|LC},

=gt AE 7|+

StLtZ Bl S&ot 7 20| IEQ 1150| 7ts
CHS EZ A E 5 7|7 22 2o &
=3 g+ AFHCH

Hr 7 =otol =y Y 2Rt YIS LT

ZortraxInventure= AL E Q0| S &
TRO| A2 2tHT| StLEC| S X 2
£20| 7S B o}

Fot
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Fast and easy
support removal

Dissolvable Support System (DSS) &
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Material for accurate
testing
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Garden hose plastic part
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CARTRIG
Material ty Jitrat Flus Blue

Greater control
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EFasy to plug in cartridges
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Printing

LPD Plus - advanced techn

Technology ology with DSS system

140 x 140 x 140mm
55x55x55in
Resolution  90-400microns

Material container Cartridge

Buildvolume

Wallthickness Minimal: 400 microns

Optimal: 800 microns
Resolution of single

printable point 400 microns
Materialdiameter  1.75 mm (0.069in)

Nozzlediameter (0.3 mm (0.011in)

(00
Minimumsingle
it g 1.5 microns
positioning
Positioning -
precision (X/Y) 1.5 microns

Z-axissinglestep 1 25microns

Temperature

Extrudermaximum

380°C (716°F)
temperature
Heated chamber  Yes

Chambermaximum
tempercxture

Ambient operation 1
temperature

Storagetemperature  0°-35° C (32°-95°F)

3D Printer

Dissolvable - printed from
Support  a different material
than themodel

HEPAfilter /oo

Your next best investment Materiol consumption

sensor

Chip withinformation
about material (type, 'S5
color, consumption)

Extruder  Single with doublenozzle
Connectivity Avail SD Card(included)
Zortrax 3D printing solutions= ablematerials 7. TRAT Plus 7-SUPPORT
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Electrical

ACinput  110/240V ~ 2 A 50/60Hz
it HE 2 =
X‘” =/ EI- = <) 7|'9|' ‘g'ol )5' Power requirements >4\ DC@ 11A

. Power consumption 0
3D Printer =@ H| 28 M2t P 160w
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Software

=2 X|X™HS ITAHA
A& £ M ztel XS Yk Softwarebundle  Z-SUITE

Filetypes  .stl.obj.dxf

Supports Mac OS X / Windows XP
and newerversions

Physical di
mensions

350 x 350 x 400mm
ure M =S EA|2{H 137x137x15.7in



http://www.dreamprinter.co.kr/
http://www.dreamprinter.co.kr/
http://www.zortrax.com/
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Technology and Solution
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Sales department Technical support:

A7z HYA ST EECIZ 545 (ML RIE, shatA| Q02| 12013)

www.dreamprinter.co.kr E-mail : info@dreamtns.com
Tel : 031) 713-8460 Fax: 031) 713-8462




